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SALES CONTACTS:

Call or email to find your
nearest SpiritFlex stockist.

UK : +44 20 8330 9486
South Africa : +27 11 454 4203

email: info@spirit-displays.com

Spirit Displays Limited
Unit 4 - 193 Garth Road
Morden, Surrey
SM4 4LZ

-  A specially developed system for fitting banners to trucks
-  Easily change banners in under 15mins!
-  Robust keder track system for durability and safety
-  Multiple grooves with up to 60mm adjustment for a perfect fit

Material:
Aluminium
6063 T6

Dimensions:
Width : 80mm
Height : 14mm
Length : 3000mm

Finish:
Mill
Other finishes available,
subject to quantity.

Specials:
Available as bar lengths
or cut-to-specification

Compatible parts:
6mm keder
4mm keder
Spring-clips
Corner covers

1 Please ensure Truckskinz is a suitable solution for the specific application, the site and other local conditions.
2 For further information, refer to our list of materi         als which we have evaluated for use with SpiritFlex.
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Coated PVC banner
450gsm - 550gsm

Suitable fixings
or adhesives

Top edge keder rail
with 6mm keder fixed

to the banner

Hinged tension profile
with 4mm keder used
on bottom edge and 

side edges

TRUCKSKINZ
www.truckskinz.com

Steel spring-clips
specially designed

to fix profiles together


